NIKOLAI ZYKOV THEATRE

Moscow
TECHNICAL RIDER

1. DRESSING ROOM
Performer uses only one dressing room as near as possible to the stage.

2. STAGE
a. Nikolai Zykov Theatre can be presented on stages of any sizes, but 6-10 m deep and 120 cm height are preferable.

b. Black or dark curtains of the stage are preferable. 

3. AIR CONDITION
As cold as possible air condition is necessary on the stage in hot countries during all time of preparation before performance, during the performance and all pack-up time. 
4. SOUND
The performer provides non-stop mp3 record of the performance. The inviting side must provide sound equipment for this mp3 record and one microphone in hand.

5. LIGHT
No special requirements for stage light. Complete darkness is necessary on the stage. 
6. SCREENS
2 video screens with video translation of the show are necessary in halls with more than 1200 seats.
 Minimum 3 video screens with video translation of the show are necessary in halls with more than 2000 seats. 
7. ELECTRICITY

One outlet of 220V (max 200W) is necessary on the stage and one in the end of the performance hall. 

8. PREPARATION BEFORE THE PERFORMANCE
Nikolai Zykov Theatre doesn’t need and don’t provide any rehearsals before the performance. Preparation before the performance is 2 hours maximum and includes:

1. check mp3 sound
2. check hand microphone

3. check total darkness

4. fit curtains for 6-10 meters deep (if possible)

5. prepare all puppets outside the stage

9. AFTER THE PERFORMANCE

Props packaging after the performance takes about 1 hour. 
